RCL — REVERBERATION UNIT 


Model CV 571 T 


Application: 


In most modern recordings several sound tracks have to be combined with reverberation before 
mixing. Using conventional means, space requirements and cost become often prohibitive. The 
REVERBERATION UNIT Model CV 571 T affords an alternative, satisfying both economical and 
musical requirements. 


Description: 


The Model CV 571 T is a relatively compact unit that incorporates the mechanical delay line 
(springs), exciter and equalized output amplifier as well as its own power supply. The reverberation 
time is continuously variable by means of a mechanical attenuating device, adjustable from the 
front panel. The unique design of the dampening member reduces considerably the objectionable 
resonances usually inherent to the spring delay principle. 


The delay line is carefully isolated against mechanical vibrations and several units can be mounted, 
one above the other, in a standard 19 inch rack. 


The amplifiers are solid state with Si-Transistors and one integrated circuit. The exciter amplifier 

is a push-pull class A circuit with infinite source impedance in order to supply a constant current 
into the inductive driver transducer over the entire usable frequency range. Reflections or irregu- 

larities in the impedance of the spring driver transducer can thus not cause distortion of the drive 
current. 


The pick-up transducer is connected to a low noise preamplifier followed by an |C-output amplifier 
and an output transformer with normally two paralleled secondaries. With a load of 200 2. the 
output voltage can rise to approximately 6 V r.m.s. With the output level adjusted to + 1.55 V 
r.m.s. (with white noise or wobbled frequencies) an overload capacity of 12 db is obtained. If a 
higher average output level than + 6 dbm is desired, the two secondaries can be connected in 
series, the minimum load impedance is then 600 22 . 
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For improved signal to noise ratio the internal operating dc voltage is electronically stabilized. 
The circuitry is of the current limiting type and therefore short circuit proof. 


Line voltage variations of 10% can be accommodated. With a small alteration the CV 571 T can 
be operated from an outside 24 V dc power supply. 


With the CV 571 T reverberation unit mounted in a rack, the front panel can be easily removed 
(two knurled thumb screws) and the internal controls become accessible as well as the glass polyester 
p.c. board with the two amplifiers and the regulated power supply. 


Technical Data: 


iiput Cikcuit:. , a. posng ei ennbie. one @ Enis bees Gare Oe Ae Transformer balanced, floating. Can be used for 
single ended circuits by connecting #1 with #3 
at the input receptacle. 


Normal tnput Levelt<0:\4.cbbs on ode Mee mneecseiebeoe-be +6 dbm, adjustable 
Minima dh put: Levelt ooyc ew ane nie gicree wren ded ® cneBetaee, ak 0 dbm 
Outnut Gieuitl, «:\-.:250p 6 ieewed) $e Crack eRe ekeoe Balanced, floating output transformer with two 
identical secondary windings. 
(1) windings (2) windings 
parallel in series 
Source WHPEGAMEEE .ccuiuna-ckons ware cara. yie re oe ewe Oe ee BE 40 QQ 150 Q 
VIIa Ble aes tet Etefoes ei nteeet E eee aaa ee eae 200 §2 600 {2 
Average Output Level: 
CaCMSPNENG)) Was ccetcun trae wag cer te ea oes ba meer s eats Oto +6 dbm 0 to + 15dbm 


Overload GABAPIITEVE Wie aicoacaeebccdeeveneetactun aa 12 db above average output level 


Slofial to NGIsaRAGIBs «wh Sic aed = me sme gt Sonemene paloeae Approximately 60 db 
Revarberation Tiwier « 2.Ucni edi thawed deen hg Saenamee 0 to 3 seconds, adjustable 
Internal Supply Voltage gc cacca 0562 s0 00m es poviece eee + 24 V, electronically stabilized 
Line Voltage Range for Proper Stabilization .............. 100 to 140 V a.c. 200 to 270 V a.c. 
(line voltage selector switch provided) 
Scie) Fitgicyretyir! were dk crt A owe ereetags Mengtlarectoca oases 50/60 Hz 
Power GonguipseOn ao he apn c.4 ot icdeibes W baw ete mesed wee 10 to 12 Watts 
Active Cirelit Components: , ... 45.000 ess een eenn nes Si-Transistors and IC 
Dimensiongy) 22 bachldmersiets towed e Soa gew Bene eSsa For 19” standard rack 
3%" front panel height 

12%" deep 
WeiGRE: .na.4.2 1 2 a aned. areolar ketiteisiare & ew eke Pe SE ES 13 Ibs. 
Wet Redateacles: acs wut fam ios Recs bon es Dee ie wel oa Cannon XLR-3-13 
OU DUE RB GeeRE IES occ cers ov eee eae sa ge ase aes Cannon XLR-3-14 
FUSER act genisbe Boke mame h8.5 supe e pal glean Shee be SS .3A fast (for 117 V line) 
ContumprNenPrice® 5. ceace ees 606 et eememeuele deua: $485.00 f.o.b. New York 
Write or call: 
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